= canadianSolar DAT

pOI TAC Uy QuYEN CanadianSolar TAl VIET NAM

HiKu5 Mono

475 W ~ 500 W
CS3Y-475|480|485|490|495|500MS

CONG SUAT CAO HON

Cong suat tam pin |én dén 500 W
Hiéu suat tdm pin dat 21.2 %

Giam chi phi san xuat dién LCOE dén 4.0%

Giam gia thanh hé théng 1én dén 4.2% Tang thdi gian bso hanh san pham*

Céng nghé giam thi€u LID / LeTID toan dién,

mttc d6 suy giam thap hon téi 50% Bao hanh khau hao cong suét theo tuyén tinh*

Suy gidm coéng suat nam dau khéng qua 2%

Tudng thich véi cac he thong tracker thinh hanh, Suy gidm coéng sudt méi nam tiép theo khéng quéa 0,55%

hiéu qua vé chi phi cho nha may phat dién
*Dua theo chinh sach bao hanh cta Canadian Solar.
Giam muc do anh hudng cla dé béng CHUNG CHi HE THONG QUAN LY *

ISO 9001:2015 / Tiéu chuén hé théng quan ly chat lugng

ISO 14001:2015 / Tiéu chuan cho hé thdng quan ly méi trudng

OHSAS 18001:2007 / Tiéu chudn quéc té cho an toan lao dong va suc khode
MORE RELIABLE

CHUNG CHi CHAT LUGNG SAN PHAM *

Giam thiéu tac déng cla micro-crack
* Cac yéu cau vé ching chi sé khac nhau theo tung thi trudng, vui long lién hé dai dién clia
Canadian Solar tai khu vic dé dugc tuvan chi tiét.

Chiu tai trong tuyét [én dén 5400 Pa, Tai
trong gi6 dén 2400 Pa*

CANADIAN SOLAR INC. Cam két cung cap cac san pham chét lugng
cao va cac giai phap, dich vu tin cady dén khach hang.
Nha cung cép tdm pin dudc xép hang sé 1 vé ti 1é gilta chat lugng
va hiéu suat trén gia, dugdc khao sat bgi don vi doc lap IHS Module
Customer Insight Survey.
La nha san xuat tam pin hang dau thé gidi, dong thai la nha phat
* Thong tin chi it xem tai liéu hudng din st dung. trién dy an véi tdng cong suat han 46 GW tir nam 2001
CANADIAN SOLAR INC.
545 Speedvale Avenue West, Guelph, Ontario N1K 1E6, Canada, www.canadiansolar.com, support@canadiansolar.com



BAN VE KET CAU TAM PIN (mm)

CS3Y-490MS / PO THI IV
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THONG SO KY THUAT (PIEU KIEN TIEU CHUAN)*

THONG SO KY THUAT CO KHi

CSs3y 475MS 480MS 485MS 490MS 495MS 500MS Dac tinh

Céng suét cuc dai (Pmax) 475 W 480 W 485W  490W  495W 500 W Loai t€ bao quang dién Bon tinh thé

Diém &p tai diém cong sudt dinh (Vmp) 440V 442V 444V 446V 448V 450V Cach bé tri 156 [2X (13X 6)]
Dong dién tai diém cong suét dinh (Imp) 10.81A  10.87 A 10.94A 11.00A 11.06 A 11.12A . } 2252 X1048 X35 mm
Dién ap hd mach (Voc) 527V 529V 531V 533V 535V 537V Kich thudc (88.7 X41.3 X1.38 in)
Dong dién ngén mach (Isc) 1M52A 1157 A Mne2A 1M67A MNM72A  1T77A Trong lugng 25.7 kg (56.7 Ibs)

Hiéu suat chuyén déi quang dién 20.1% 20.3% 20.6% 20.8% 21.0% 21.2% Bao vé mat trudc 3.2 mm kinh cudng luc
Ngudng nhiét dé hoat déng -40°C ~ +85°C

Chét liéu khung

Nhom anode héa

Ngudng dién ap cuc dai

1500V (IEC/UL) or 1000V (IEC/UL)

Hop dau day

IP68, 3 bypass diodes

Tiéu chudn chéng chay

TYPE 1 (UL 61730) or

CLASS C (IEC 61730)

Dong cuc dai cau chi 20 A
Phan loai Class A
Dung sai céng sudt 0~+10W

* Trong diéu kién tiéu chudn, bic xa mat trdi 1a 1000 W/m?, ap sudt khi quyén 1a 1.5 AM, nhiét dé té€ bao quang dién

1a 25°C

THONG SO KY THUAT PIEU KIEN THUONG*

Ccs3y 475MS 480MS 485MS 490MS 495MS 500MS
Cong suét cuc dai (Pmax) 354W  358W  362W  365W  369W  373W
Diém &p tai diém cong sudt dinh (Vmp) 410V~ 412V 414V 416V 418V 420V
Dong dién tai diém céng suat dinh (Imp) 8.64 A 869A 875A 878 A 8.83 A 8.89 A
Bién ap ha mach (Voc) 496V 498V 500V 502V 503V 505V
Dong dién ngdn mach (Isc) 929 A 933A 938A 942 A 9.46 A 9.50 A

*Trong diéu kién thudng, blc xa mat trdi 1a 800 W/m?, ap suét khi quyén 1a 1.5 AM, nhiét d6 méi trudng la 20°C,

t6c dé gio la 1 m/s.

* C4c thong s6 k§ thuat va tinh nang chinh trong tai liéu nay c6 thé thay déi déi chut vi ching t6i van ludn cai
tién san pham. Canadian Solar c6 quyén thay déi cac théng tin nay ma khdng can béo trudc. Cac tdm pin cla
Canadian Solar nén dugc 1ap dat va van hanh bdi cac kj su c6 trinh do chuyén mén. Vui long doc k§ hudng

dan st dung va quy tac 18p dat trudc khi st dung san pham.

Cap dien

4 mm?(IEC), 12 AWG (UL)

Chigu dai day
(ké c& dau néi)

500 mm (19.7 in) (+) / 350 mm (13.8 in) (-)
hodc chiéu dai tuy chinh*

Céng két néi

T4 series or H4 UTX or MC4-EVO2

Quy céach déng goi

30 tém

S6 tdm trong container 40’

600 tam

* D@ biét thém théng tin chi tiét, vui long lién hé dai dién ban hang va ky thuat

Canadian Solar tai khu vuc.

THONG SO ANH HUGNG BGI NHIET PO

Pac tinh Data
Hé s6 nhiét d6 cia Pmax -035%/°C
Hé s6 nhiét d6 cta Voc -0.27 % / °C
Hé s6 nhiét dé cla Isc 0.05% /°C
Nhiét dé van hanh binh thuang 42 + 3°C

POI TAC UY QUYEN CUA CANADIAN SOLAR TAI VIET NAM

CONG TY TNHH KY THUAT PAT

@ B163 Khu phé 3, Nguyén Van Qué, P. Dong Hung Thuan, Q. 12, TP. HCM
info@dattech.com.vn
(+84) 283 715 7567
(+84) 283 891 6586

Hotline: 18006567
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Website: www .datsolar.com
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